
Huawei 185 kw inverter datasheet

84 kg (185.2 lb.) Operating Temperature Range-25&#176;C ~ 60&#176;C (-13&#176;F ~ 140&#176;F)

Cooling Method. Smart Air Cooling: Max. Operating Altitude without Derating. 4,000 m (13,123 ...

SOLAR .HU AWEI  Technical Specification SUN2000-50KTL-M0 Technical Specification SUN2000

-50KTL M0 Efficiency Max. Efficiency 98.7% European Efficiency 98.5%

196,9 kW. 207,9 kW. 207,9 kW. Voltaje m&#225;ximo de entrada. 1500 V. Corriente de entrada

m&#225;xima (por MPPT) 26 A. Corriente m&#225;xima de cortocircuito (por MPPT) 40 A. Corriente ...

Huawei Technologies Co., Ltd. Solar Inverter Series SUN2000-185KTL-H1. Detailed profile including

pictures, certification details and manufacturer PDF.

Any higher input DC voltage would probably damage inverter . *3 Any DC input voltage beyond the

operating voltage range may result in inverter improper operating. *4 SUN2000- 12~20KTL ...

SOLAR.HUAWEI  Efficiency [%] Efficiency Curve Circuit Diagram Load [%] SUN2000-60KTL-M0

SUN2000-60KTL-M0 ... 520V 600V 800V--+ +-+ +-+ +----+ +-+ +-+ +--L1 ...

SOLAR .HUAWEI   Efficiency Curve. Circuit Diagram. Max. efficiency 98.7%. Type II surge arresters for

DC &  AC. Efficient. 8 strings intelligent monitoring. Safe. Fuse free ...

The typical noise value is the test result obtained under typical working conditions in a lab. To avoid

complaints, do not install the inverter in a noise-sensitive area.

Version No.:01-(20190716) SOLAR .HUAWEI COM Technical Specification. SUN2000-12KTL-M2:

SUN2000-20KTL-M2: Efficiency; Max. efficiency; 98.50%. 98.65%: ...

The Huawei SUN2000-185KTL-H1 inverter with an efficiency of 98,69% has a maximum nominal power of

185.000W, as well as a nominal output intensity of 126.3A and a maximum output intensity of 134.9A,

making this ...

The SUN2000 is a three-phase grid-tied PV string inverter that converts the DC power generated by PV

strings into AC power and feeds the power into the power grid. This document involves ...

Huawei Technologies Co., Ltd. Solar Inverter Series SUN2000-185KTL-H1. Detailed profile including

pictures, certification details and manufacturer PDF ... 185 kW Nominal AC Power 175 kW ... 175 kW

Nominal AC Voltage 800 V ...
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If the input voltage exceeds the threshold, the solar inverter may be damaged. Note b: If the input voltage is

beyond the operating voltage range, the solar inverter cannot work properly. ... 75 ...

Huawei Solar - Smart Energy Center - 2 KW - 6 KW (Single phase residential), 3 KW - 10 KW (Three phase

residential), Smart String Inverter - 12 KW - 185 KW (Three Phase Commercial) Popular products - Smart

Energy ...

*2 Inverter max input PV power is 10,000 Wp when long strings are designed and fully connected with

SUN2000-450W-P power optimizers. *3 The maximum input voltage and ...

HUAWEI SUN2000-185 KTL-H1 most versatile smart string inverter ideal for commercial application.

Smart. 18 strings intelligent monitoring and fast trouble-shooting; Monitoring BUS ...

Inverter Output Filter Output Relay EMI SPD L1 L2 L3 N PE Max. efficiency 98.8% Type II surge arresters

for DC &  AC ... Efficiency [%] Load [%] SUN2000 -100KTL M1 ...

SOLAR.HUAWEI  SUN2000-200KTL-H2 Smart String Inverter Circuit Diagram--+ +-+ +-+ +----+ +-+ +-+

+----+ +-+ +-+ +--DC Switch 1 DC Switch 2 DC Switch 3 ...

*2 The maximum input voltage is the upper limit of the DC voltage. Any higher input DC voltage would

probably damage inverter. *3 Any DC input voltage beyond the ...

Huawei Technologies Co., Ltd. Solar Inverter Series SUN2000-125KTL-M0 (CN). Detailed profile including

pictures, certification details and manufacturer PDF ... 137.5 kW Max. AC Current 160.4 A ...
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